N OTES
TOF
0 . 1. THE CONTRACTOR SHALL NOTIFY THE LOCAL BOARD OF HEALTH AND COLLINS
=080 i PERF. SCH. 40 PC OBSERVATION PORT ELEVATION SCHEDULE: ENGINEERING GROUP AT LEAST 48 HOURS PRIOR TO REQUIRED INSPECTIONS.
P » SCH. 40 PVC VENT
. SUTLET TEE To BE PROVIDE COVERS WITHIN 6” OF FINISH GRADE WITH CHARCOAL FILTER 2. SITE BENCHMARK IS A NAIL SET IN A UTILITY POLE IN RIGHT OF WAY, AS INDICATED ON
ol IN LAUNDRY FLOW, - . FITTED WITH TUF TTE FINISHED GRADE FIRST 2' TO BE LEVEL 2% SLOPE (MIN.) r/ THIS PLAN, EL = 54.85 (ASSUMED DATUM).
CAUNDRY UNE | | EL. = 55.2 (PROPOSED) / / / 2 OF 1/8" T0 1/2° . DESCRIPTION ELEVATION 3. HEAVY EQUIPMENT SHALL NOT BE ALLOWED TO OPERATE OVER THE LIMITS OF THE
., /_DOUBLE WASHED STONE x54.0 (MINIMUM) _ SEWAGE DISPOSAL FIELD DURING THE COURSE OF CONSTRUCTION OF THE SYSTEM.
- 4" 500 Puc sci, 4 1 e \r Q] ] Do 4" PERF. SCH. 40 Pve PPE ] 4" INV. AT HOUSE (EXISTING) 54.10 4. NO FIELD MODIFICATIONS TO THE SEWAGE SYSTEM SHALL BE MADE WITHOUT PRIOR
3 EL 510 (19 SLOPE =005 (i Y o0 4" SOLID PVC SCH. 40 ferme /47 SOLID PVC SCH. 40 /" s=0.005 4” INV. AT SEPTIC TANK (IN) 53.50 WRITTEN APPROVAL OF THE ENGINEER AND THE LOCAL BOARD OF HEALTH.
L Ny _ . . X - L T # )
EL.=54.10 (EXISTING) ) ) (20°) SLOPE = 0.01 (MIN) : : : | EL. = 52.50 4” INV. AT SEPTIC TANK (OUT) 53.25 5. UNLESS OTHERWISE NOTED ALL SYSTEM COMPONENTS SHALL BE INSTALLED IN
: p ,  20W X 3SL X 0.5H FIELD » ACCORDANCE WITH TITLE 5 OF THE STATE ENVIRONMENTAL CODE AND ANY
. £l —55.50 T\ £l Css0s 6” OF 1-1/2" OF DOUBLE WASHED STONE || | _ &, 00 4” INV. AT DIST. BOX (IN) 52.95 APPLICABLE LOGAL RULES
L] =53 =53, = 2% 4" INV. AT DIST. BOX (OUT) 5278
: REMOVE UNSUITABLE SOIL & REPLACE NV INTO START OF BED =565 6. DISTRIBUTION BOX SHALL BE MANUFACTURED BY J&R PRECAST, INC. OR APPROVED
— - — — i WITH TITLE 5 SAND TO REQUIRED REMOVAL DEPTH . . EQUAL.
— ) I
PROPOSED 00y SALLON, 2. COMPARTMENT 4 INV. END OF OF BED 52.50 7. GROUT TO BE USED AT ALL POINTS WHERE PIPES ENTER OR LEAVE ALL CONCRETE
DEPTH TO GROUNDWATER
3 — 35 DISTRIBUTION LINES 0 SROUND ELEVATION AT BOTTOM OF SAS 52.00 STRUCTURES IN ORDER TO PROVIDE A WATERTIGHT SEAL.
20’ MIN. TO FOUNDATION WALL GROUNDWATER ELEVATION 46.33 8. THE FIRST TWO FEET OF EACH LINE EXITING THE DISTRIBUTION BOX SHALL BE LEVEL.
CROUNDWATER ELEV. = 46.33 9. THIS SYSTEM IS NOT DESIGNED TO ACCOMMODATE A GARBAGE GRINDER OR WATER
SEPTIC SYSTEM PROFILE BASED ON TEST P o2 FILTRATION SYSTEM BACKWASH.
e 10. SYSTEM COMPONENTS TO WITHSTAND H—10 LOADING CRITERIA.
) NOT'WO"SCALE 11. CONTRACTOR TO PROVIDE A STEEL PLATE OVER THE EXISTING LEACHING PIT TO
LOCUS PLAN PROTECT IT DURING CONSTRUCTION. (PUMP AND FILL LEACHING PIT BEFORE COMPLETION.)
5 12. THE CONTRACTOR SHALL DECOMMISSION (PUMP & FILL OR REMOVE) THE EXISTING
WATER TIGHT SECURABLE COVERS SEPTIC SYSTEM AND ALL ASSOCIATED PIPING IN ACCORDANCE WITH 310  CMR 15.354.
. MORTAR OR APPROVED. EGUAL, OUTLET TEE To BE FITTED 13. AS SHOWN, THERE ARE NO KNOWN WELLS WITHIN 100 FEET OF THE PROPOSED
PROVIDE TANK ACCESS COVER OVER BAFFLE WITH TUF TITE FILTER MODEL EF—6 LEACH FIELD.
. OUTLET TEE TO BE FITTED WITH SUPPORT LEG
—_WITH GAS BAFFLE | /7 14. ALL AREAS DISTURBED DURING CONSTRUCTION SHALL BE RESTORED (LOAM AND SEED)
PROVIDE TANK AGCESS GOVER OVER BAFFLE TO INCLUDE HISTORIC TEST PITS OUTSIDE CONSTRUCTION LIMITS.
O 10'-6"
% g | \ 15. CONTRACTOR WILL BE RESPONSIBLE FOR OBTAINING ANY APPLICABLE PERMITS.
% / MAP 65 31' ‘ 5w T ] o i 16. CONTRACTOR WILL BE RESPONSIBLE FOR CONTACTING DIG SAFE (888—DIGSAFE) AND
MAP 53 O/\//\SO LOT O] INLET —= —L[Lq L, 6 ANY OTHER APPLICABLE UTILITY COMPANIES PRIOR TO STARTING WORK.
LOT 168 ; O x55.4 L{i J H 19" { ouren A 17. UNDERGROUND UTILITY LOCATIONS SHOWN ARE APPROXIMATE ONLY.
55 / 2 L 4 b FAN 5'-10" o +t | ol 18. CONTRACTOR WILL BE RESPONSIBLE FOR COMBINING LAUNDRY FLOW WITH SYSTEM.
s 47 4‘|° 1 — 1t — 19. CONTRACTOR RESPONSIBLE FOR IMPLEMENTING ALL O.S.H.A. PROCEDURES TO INCLUDE
/ I SCH. 40 P.V.C[|TEES o T BUT NOT LIMITED TO CONFINED SPACE ENTRY PROCEDURES.
1 S N | | ] 20. CONTRACTOR RESPONSIBLE FOR CONFIRMING LOCATION OF EXISTING LEACHING FACILITY
. ; ' S AL AN SIAA SIAATAN BIAA SINABIA 1T\ 21. CONTRACTOR TO CONFIRM EXISTING PLUMBING, BENCHMARK, AND SILL ELEVATIONS
108.99 o — TR The T T TR | \ PRIOR TO CONSTRUCTION.
d / LOCUS 55 SET TANK ON 6" OF 24” DIA. COVERS 22. MAGNETIC LOCATOR TAPE TO BE PLACED ON ALL SEPTIC SYSTEM COMPONENTS.
A CRUSHED STONE OR 23. LEACHING FIELD AND WORK LIMIT TO BE STAKE OUT BY DESIGN FIRM TO PREVENT
; &vx MAP 64 APPROVED LEVEL BASE PLAN VIEW ABUTTER ENCROACHMENT.
4 é/ LOT 72 CROSS SECTION
PROVIDE H—20 DISTRIBUTION BOX Oj@? & 0.556 ACRES 54.4 1500 GALLON 2—COMPARTMENT
WITH 9 OF MINIMUM COVER § ,Q’J x54.6 Q}(g PRECAST SEPTIC TANK
\C) WOODED NOT TO SCALE
SITE BENCHMARK: NAIL IN UTILITY / C/J\Q—
' x55.2 D ESI GN D ATA
POLE, EL.=54.85 (ASSUMED) —— 1-1/2" OF DOUBLE WASHED STONE
MAP 64 ——————— 2" CLEAN DOUBLE WASHED PEASTONE RANGING FINISH GRADE DESIGN FLOW:
FROM 1/8” TO 1/2” AND FREE FROM — :
- LOT 73 IRON, FI(IES AND/DUST OR FILTER FABRIC (SEE PLAN VIEW, 4 BEDROOMS x 110 GPD/BEDROOM = 440 GPD
| o . . N v THIS DRAWING) SEPT|C TANK
5 UNSUITABLE SOIL REMOVAL LIMIT S (54.0) MINIMUM ALLOWABLE COVER 440 GPD x 2.0 = 880 GALLONS
, , _ g USE NEW 1,500 GALLON SEPTIC TANK
20.00 X 35.0 PIPE AND STONE LEACHING AREA Eg CLEAN 3
(REMOVE ALL TREES AND STUMPS WITHIN 10° w8 BACKFILL 0 SOIL ABSORPTION SYSTEM:
OF UNSUITABLE SOIL REMOVAL LIMIT 5 PERCOLATION RATE = <2 MIN./INCH (CLASS | SOIL)
> 53.00 B
PROVIDE CAPPED INSPECTION PORT R & Y Y DESIGN LOADING RATE = 0.74 GPD/SF
640 S.F. RESERVE AREA 5 3 O O O 52.50 (END OF ROW) LEACHING AREA REQ'D — _(H#0 GPD)  _ so5 sp
"l @% Q?ﬁa@& &%O%O o &&@W o = 0.74 GPD/SF
© J 52.00 , ,
> REMOVE UNSUITABLE SOIL & REPLACE WITH TITLE 5 SANDN. » USE: 20° X 35 LEACHING FIELD CONFIGURATION
IN ACCORDANCE WITH 310 CMR 15.255(3) —— 4" DIA. PERFORATED PVC
. 5 MIN. \_ A\ REE CONFORMING T0 LEACHING AREA PROVIDED:
\AX. WATER TABLE EL = 4633 \ 20" X 35 = 700 SF > 595 REQUIRED
e DL YOND DAILY FLOW CAPACITY:

LEACHING FIELD 700 SF X 0.74 GPD/SF = 518 GPD > 440 GPD REQ'D

CROSS SECTION AT END OF LEACH FIELD

NOT TO SCALE

S O 1L D ATA

DATE: MARCH 27, 2023
PERFORMED BY: GEORGE R. COLLINS, P.E.

WITNESSED BY: SEAN LEAHY, STOUGHTON BOH
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/ 3 SOIL  SoIL TP—1 SOIL  SOIL TP—2 SOIL  SOIL TP—3
> HORIZ. COLOR DEPTH ~ ELEV.  HORIZ. COLOR DEPTH  ELEV.  HORIZ. COLOR DEPTH  ELEV.
PROVIDE NEW 1,500 GALLON, 2—COMPARTMENT 3 ALL/A 0 54.00 0 54.50 - 0  54.40
SEPTIC TANK (9” MINIMUM COVER REQUIRED) 6 FILL/A 8”
Bw 10YR 5/6 | SANDY LOAM ) 157 Bw 10YR 5/6 | SANDY LOAM
TIE IN LAUNDRY FLOW, 36" BOTTOM . 15 Bw 10YR 5/6 | SANDY LOAM 18" BOTTOM 28”
DISCONNECT AND PLUG OLD LAUNDRY LINE AT FOUNDATION OF PERC HOLE 347 OF PERC HOLE
C 25Y 6/3 M—C SAND
Tt 192"  46.33 C 2576/3 M=C SAND ¢ | 4" 46.67 c 257 6/3 M=C SAND
75" 3 — 5” DIA. INLETS ¥ 100" 46.07
5 — 5” DIA. OUTLETS —
PPk WG S WP 132" 43.00 130" 43.67 130" 43.57
MAP 64 ., é@ &
LOT 71 157 — b
LEG EN D ' . 7l ] EST. SEASONAL HIGH GROUNDWATER ELEV. = 46.33 (TP—Z)
) ch— LTS NOTE: LAYERS FILL/A, B, AND C TO BE REMOVED TO A DEPTH OF 36 INCHES
49 EXISTING CONTOURS 6°- 8” BELOW GRADE AND REPLACED WITH CLEAN FILL IN ACCORDANCE WITH
SET D—BOX ON 6” CRUSHED 310 CMR 15.255(3). UNSUITABLE SOIL TO BE REMOVED TO A DISTANCE
x49.5 EXISTING SPOT ELEVATIONS STONE LEVELING BASE OF 5°—0” BEYOND THE LIMITS OF THE SOIL ABSORPTION SYSTEM.
NOTE: DISTRIBUTION BOX SHALL
4 9] PROPOSED CONTOURS COMPLY TO MINIMUM REQUIREMENTS DRAWING TITLE PLAN AND DETAILS SCALE:
AS SHOWN
PROPERTY LINES 0o 4 OF 310 CMR 15.232. SUBSURFACE SEWAGE DISPOSAL SYSTEM =
e Ee—————————— PROJECT B _
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